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CITY OF EAST PALO ALTO CASE STUDY AQUAM

A 6” DUCTILE IRON WATER MAIN INSTALLED UNDER US 101 HIGHWAY
THROUGH THE SILICON VALLEY WAS SUSPECTED TO BE LEAKING

UNDER THE WEST SIDE EMERGENCY LANE.
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The Challenge The Solution
A 6” ductile iron water main, installed under the main north A team of APD pipeline diagnostics specialists mobilized to the
/ south highway through the Silicon Valley many decades inspection site in East Palo Alto and successfully confirmed a
ago, was suspected to be leaking under the emergency significant leak at a joint on the east side of the highway, which

lane of highway US 101. Due to excessive ambient noise
levels, limited access points and their spacing, and
fundamentally because the water main was sleeved in a
steel casing, traditional leak detection methods would not
be effective.

was on the opposite side of the highway as initially suspected.
The leak was found within 2 hours of full insertion into the 6”
ductile iron main and accurately pinpointed above ground
using an underground pipe locator to detect the 512Hz sonde

that is incorporated into the Investigator sensor head.
Aquam Pipe Diagnostics (APD) was tasked with locating

the position of the suspected leak with its state of the art
in-line leak detection and pipeline inspection platform, the
Investigator™. The Investigator™ is a pressurized pipe
inspection and leak detection tool which features a high

definition CCTV camera for visual condition assessment,
a hydrophone for leak detection, and a sonde for pipeline

tracing.
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The Results and Benefits

APD offered an innovative solution to locating a leak in
a complex situation which would otherwise challenge
conventional leak detection technologies.

In addition, the inspection was conducted on a live
pressurized pipe and did not incur costly shutdowns or
traffic disruption to daily commuters. This pipe was at high
risk and in a critical location. The consequence of failure
could have been devastating. Extensive collateral damage,
compromised public health and safety, and costly repairs
would have ensued if this leak had gone undetected.

A water company supervisor said, “The
Investigator™ system was fantastic and
wonderful,” and was very impressed
with the performance.

Head office UK office
7710 Kenamar Court, San Diego, CA 92121, USA. Unit 8, Masons Place Business Park, Nottingham Road, Derby, DE21 6YZ, United Kingdom.
T: (858) 242-1640  E: info@aquamcorp.com T: +44 (0)1332 200563  E: info@aquamcorp.com



